
Packaging
Labels

Store horizontally 

Easy to install

Caractéristiques

Dimensions / Poids

Détails 

Screen materialFrame
Large full aluminum alloy
frame with velvet finish
Lateral shutters to adjust film 
projection surface (1:2,35 - 16:9 - 4:3)
Easy to assemble
Perfect tension for a long time
flat viewing surface
Safe clipping system

Warranty: 2 years
 

The screen for cinema lovers, it has a very wide range of 
possible uses. The Movie Palace Multi is suited equally well 
to high-end locations dedicated for projection (up to 
cinemascope 2.35:1 format) and to more “standard” 
settings like 16:9 or even 4:3. Its lateral shutters are set in 
place in one move so you can adjust the film’s projection 
surface (2.35:1, 16:9 or 4:3). Users who want to use the 
video projector for various types of events can select from a 
number of possible film formats, such as 16:9 and 4:3.  

Movie Palace Premium Multi

Adjustable ratio

Update: 19/01/2011 http://www.lumene-screens.com 

 

Fixed

Velvet finishPerfect tension

High quality Lumene screen
material : WMat-EL 
Ultra white screen material
Permanent white treatment
1.0 gain
150° directivity 
No hot spot
PVC material
Anti-static
Black back finish

EANRatio Diagonale
(cm)

Weight
net

Weight
 total

W H D H D Side kg kg W H D

Black frame 
(cm)

Packaging Size
(cm)

Image Area
(cm)

Frame
(cm)

6Movie palace Multi 200C 3760108806207
2.35:1
 16:9
   4:3

19,8 27,4112245215 92234 244 33 23

6Movie palace Multi 240C

Movie palace Multi 300C

376010880621423,6 31,6126278248 105 269 276 33 23

6 30,8 39,4152339308 131 335 353 33 23 3760108806221
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